
Largura exterior

Altura interior

Janelas

Portas

Painel

Tipo de pavimento

Reves�mento do pavimento

Cobertura

Isolamento da Cobertura

Quadro eléctrico

Tomadas

Interruptores

2440mm.

2500mm (Opção 3000mm).

Alumínio lacado branco, de correr 2F, 1000x1045mm, com grades (opção: rede mosquiteira).

Aço lacado branco, isoladas, 40mm de espessura (de acordo com o desenho).

Sandwich 1000 mm; espessura 40mm; perfilado; pré-lacado.

Contraplacado; 19mm espessura (Opção: compósito de cimento e madeira).

Tela vinílica.

Chapa galvanizada perfilada. Tecto falso cons�tuído por lâminas de aço lacado a branco.

Lã de rocha com barreira an�-vapor, 60mm de espessura.

1 diferencial 25A/30mA, 1 disjuntor de 10A + 2 de 16A (com + 1 disjuntor 16A).AC

Monofásicas de montagem saliente (de acordo com o desenho).

De montagem saliente (de acordo com o desenho).
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Alçado Principal
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Main Eleva�on

Width (Ext.)

Height (Int.)

Windows

Doors

Panel

Pavement type

Pavement covering

Coverage

Coverage isola�on

Electrical board

Plugs

Switch

WC

Modular reserves the right to make product changes without no�ce.CAPA

2350 mm

2300 mm

Sliding lacquered white aluminium windows, 925x1045mm, with gra�ngs and an�-mosquito net.

Lacquered white steel isolated doors, 40 mm thick (according to drawing).

Sandwich 950mm; thickness 30mm; shaped.

Base: Galvanized structure with locking in omegas. Floor in MgO.

Vinyl screen.

Galvanized profiled plate. False ceiling consis�ng of 30 mm sandwich panel.

Rock wool with vapor barrier, 60mm thick.

1 Differen�al 25A/30mA, 1 breaker 10A + 2 of 16A (with AC + 1 circuit breaker 16A).

Monophasic mount (according to drawing).

Surface mount (according to drawing).

Simple washbasin; toilet; shower base; water heater; armor 2x18W.


